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RESPONSIBILITY ON PRODUCTS: ALL INFORMATION CONTAINED IN OUR TECHNICAL SHEETS, TECHNICAL MANUALS AND COMMERCIAL BROCHURES AS WELL AS ALL 
TECHNICAL DATA GIVEN VERBALLY AND/OR WRITTEN, ARE BASED ON OUR BEST KNOWLEDGE BUT THEY ARE NON -BINDING INFORMATION AND DO NOT RELEASE CLIENT 
FROM EXECUTING OWN CHECKING TESTS OF OUR INFORMATION DATA (WITH PARTICULAR REGARDS TO OUR TECHNICAL DATA) AND OF SUITABILITY OF OUR PRODUCTS TO 
THE FINAL USE. THE USE AND ASSEMBLY OF OUR PRODUCTS AND OF ALL THE PROJECTS ACCOMPLISHED WITH OUR PRODUCTS AND BASED ON OUR DATA, CANNOT BE 
CHECKED BY EMP TECHNICAL DEPARTMENT AND THEREFORE ARE SOLE RESPONSIBILITY OF THE CLIENT. 
 

 

MACROLUX LONG LIFE 
10 mm – 4 WALLS/PARETI 

 
 
 
 
 
 

 
 
 
 

TTEECCHHNNIICCAALL  CCHHAARRAACCTTEERRIISSTTIICCSS  --  CCAARRAATTTTEERRIISSTTIICCHHEE  TTEECCNNIICCHHEE  
 

− Thickness - Spessore generale      3/8” (10 mm) 
− Weight - Peso        1.7 kg/m2  
− Standard dimensions - Dimensioni standard    2.100 x 6.000 mm 

 
 
 

 

CODE 
CODICE  

COLOUR  
COLORE 

LIGHT 
TRANSMISSION 
TRASMISSIONE 

LUMINOSA  
(%) 

Estimated  
G-VALUE 
VALORE G  
stimato 
(%) 

THERMAL 
INSULATION 
ISOLAMENTO 

TERMICO 

Btu/ft2 h °F 

0010 Clear 
Cristallo 70 77 

0.44 0037 Opal 
Opale 

30 57 

0024 
Bronze 
Bronzo 23 63 

 ASTM D1003   

 
 
 

DATASHEETDATASHEETDATASHEETDATASHEET    

SCHEDA TECNICASCHEDA TECNICASCHEDA TECNICASCHEDA TECNICA    



E.M.P. SA Tel. +41.91.6417272 
ESTRUSIONE MATERIALI PLASTICI Fax +41.91.6417295 
Via Lische 11/13 - Z.I. 3 www.macrolux-emp.com 
CH – 6855 Stabio E-mail: empdigital@macrolux-emp.com  
 

IMPERIAL Edition 07.12 

 

 
RESPONSIBILITY ON PRODUCTS: ALL INFORMATION CONTAINED IN OUR TECHNICAL SHEETS, TECHNICAL MANUALS AND COMMERCIAL BROCHURES AS WELL AS ALL 
TECHNICAL DATA GIVEN VERBALLY AND/OR WRITTEN, ARE BASED ON OUR BEST KNOWLEDGE BUT THEY ARE NON -BINDING INFORMATION AND DO NOT RELEASE CLIENT 
FROM EXECUTING OWN CHECKING TESTS OF OUR INFORMATION DATA (WITH PARTICULAR REGARDS TO OUR TECHNICAL DATA) AND OF SUITABILITY OF OUR PRODUCTS TO 
THE FINAL USE. THE USE AND ASSEMBLY OF OUR PRODUCTS AND OF ALL THE PROJECTS ACCOMPLISHED WITH OUR PRODUCTS AND BASED ON OUR DATA, CANNOT BE 
CHECKED BY EMP TECHNICAL DEPARTMENT AND THEREFORE ARE SOLE RESPONSIBILITY OF THE CLIENT. 
 

1. IINNSSTTAALLLLAATTIIOONNSS  --  AAPPPPLLIICCAABBIILLIITTÀÀ  EEDD  UUTTIILLIIZZZZII  
  

aa..  FFLLAATT  IINNSSTTAALLLLAATTIIOONN  ((bbrreeaakkaaggee  llooaadd  vvaalluueess))  --  IINNSSTTAALLLLAAZZIIOONNEE  PPIIAANNAA  ((vvaalloorrii  ddii  
ccaarriiccoo  aa  rroottttuurraa))  

 
FIXED ON 4 SIDES - VINCOLO SU 4 LATI 
 

 
 

b. CCUURRVVEEDD  IINNSSTTAALLLLAATTIIOONN((bbrreeaakkaaggee  llooaadd  vvaalluueess))  --  IINNSSTTAALLLLAAZZIIOONNEE  CCUURRVVAA  ((vvaalloorrii  ddii  
ccaarriiccoo  aa  rroottttuurraa)) 

 

 

10 mm 4W (1,7 kg/mq) 

10 mm 4W (1,7 kg/mq) 

Minimum bending radius 2000 
mm 

Raggio minimo 2000 mm 


